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ABSTRACT
Meta-optics based on optically resonant all-dielectric structures is a rapidly developing research area driven by its potential applications for
low-loss efﬁcient metadevices. Active, light-emitting subwavelengh nanostructures and metasurfaces are of particular interest for meta-
optics, as they offer unique opportunities for novel types of compact light sources and nanolasers. Recently, the study of “halide perovskites”
has attracted enormous attention due to their exceptional optical and electrical properties. As a result, this family of materials can provide a
prospective platform for modern nanophotonics and meta-optics, allowing us to overcome many obstacles associated with the use of conven-
tional semiconductor materials. Here, we review the recent progress in the ﬁeld of halide-perovskite meta-optics with the central focus on
light-emitting nanoantennas and metasurfaces for the emerging ﬁeld of “active metadevices.”
Published under license by AIP Publishing. https://doi.org/10.1063/1.5107449
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I. INTRODUCTION
Nanophotonics bridges optics and nanoscale science, and it
describes localization of light at the nanoscale in spatially trapped reso-
nant optical modes,1 enabling us to scale down substantially the size of
many optical devices. For many years, the management of light in the
subwavelength regime was associated solely with metallic structures
supporting plasmonic resonances, paving the way to various nanoscale
optical phenomena and applications of “nanoplasmonics.”2
To conﬁne light at the nanoscale, traditional nanophotonics
employs noble metals, as well as various metal alloys and doped
oxides.1,2 Recently, to overcome optical losses and bring novel func-
tionalities, optically resonant “dielectric nanostructures” have been
introduced and extensively studied over the last decade.3,4 Usually,
conventional semiconductors such as silicon or gallium arsenide are
employed for such nanostructures due to their high values of the
refractive index and well-developed fabrication methods.5 However,
most semiconductors face some limitations related to difﬁculties with
reversible spectral tunability, still expensive fabrication processes, and
low quantum yield (QY) at room temperature. Therefore, more com-
plicated designs with integrated quantum dots or quantum wells had
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to be applied6 to overcome such limitations partially. We believe that
the next important step is the simpliﬁcation of the developed designs
making them more attractive for large-scale low-cost technological
applications by utilizing a rising star of the modern materials sci-
ence—halide perovskites.
Halide perovskites are materials with a composition ABX3, where
X stands for halide (I, Br, or Cl), A is an organic or inorganic ele-
ment, and B is one of the cations listed in Fig. 1. They support excitonic
states at room temperature, refractive indices (n¼ 2–3) high enough
for the efﬁcient excitation of various optical resonances, chemically
tunable bandgap, strong optical nonlinear response, high defect toler-
ance, and, thus, quantum yield in the range 30–90% of photolumines-
cence (PL) at room temperature.7,8 They have already revolutionized
the solar-cell technologies with up to 24.2% performance efﬁciency.9
The next breakthrough in this ﬁeld will lead to a novel generation of
perovskite-based light-emitting diodes10 and photodetectors, and the
efﬁciencies of such devices grow rapidly with promise to overtake
many previously developed technologies. In turn, light management at
the nanoscale is highly important for such a kind of application,
because light absorption and emission occur at the subwavelength
scale. This raises an important question: Can nanophotonics make
perovskite-based optical devices substantially better? The recent results
suggest that indeed perovskites can be empowered by optical resonan-
ces and nanostructuring, as illustrated schematically in Fig. 1.
Importantly, tight conﬁnement of the electromagnetic ﬁelds in
resonant optical nanostructures can boost light-matter interaction,
and thus enhance light emission processes. All-dielectric light-emitting
(“active”) nanostructures offer many advantages over their plasmonic
counterparts, including high radiation efﬁciency, directional far-ﬁeld
coupling, and lower heat generation. Furthermore, light sources can be
directly placed inside the nanoresonator material, where the near-ﬁeld
enhancement is usually the largest. Nanostructures with optical reso-
nances at the wavelength of the material emission can offer many new
opportunities for controlling light emission at the nanoscale, providing
a pathway for the realization of novel types of light sources and
nanolasers.
In this paper, we review the current progress in this recently
emerged ﬁeld of halide-perovskite meta-optics driven by multipolar
Mie-type resonances and summarize the most remarkable
developments. In addition, we discuss some future research directions
and expected novel applications of this ﬁeld, including lasing from
nanoparticles and metasurfaces, as well as chemically tunable light-
emitting metadevices.
II. WHAT IS “META-OPTICS”?
Meta-optics is a new and rapidly developing research direction in
subwavelength optics and nanophotonics, and it is inspired by the
physics of metamaterials4 where the electromagnetic response is asso-
ciated with the magnetic dipole (MD) resonances and optical magne-
tism originating from the resonant dielectric nanostructures with a
high refractive index.4 The concepts of meta-optics and all-dielectric
resonant nanophotonics are driven by the idea to employ subwave-
length dielectric Mie-resonant nanoparticles as “meta-atoms” for cre-
ating highly efﬁcient optical metasurfaces and metadevices, the latter
are deﬁned as devices having unique functionalities derived from
structuring of functional matter at the subwavelength scale.11
To the best of our knowledge, the term meta-optics associated
with this context was suggested by Professor Emeritus Ross
McPhedran12 who commented on this as follows: “I think I made the
term up to denote traditional optics but enriched with new elements
provided by metamaterials” (Ross McPhedran, University of Sydney:
March 5, 2018). Indeed, the term meta-optics emphasizes the impor-
tance of the optically induced magnetic response of artiﬁcial
subwavelength-patterned structures. Because of the unique optical res-
onances and their various combinations employed for interference
effects accompanied by strong localization of the electromagnetic
ﬁelds, high-index nanoscale structures are expected to complement or
even replace different plasmonic components in a range of potential
applications. Moreover, many concepts which had been developed for
plasmonic structures, but fell short of their potential due to strong
losses of metals at optical frequencies, can now be realized based on
Mie-resonant dielectric structures.
III. HALIDE PEROVSKITES vs SEMICONDUCTORS
During the last few years, monolithic light-emitting nanoanten-
nas and metasurfaces have been fabricated from various semiconduc-
tor materials.13 PL enhancement was observed from Si nanocrystals
incorporated into SiO2 resonant nanoparticles,
14 Ge quantum dots in
FIG. 1. Schematic illustration of the basic designs of meta-optics structures based on halide perovskites for metadevice applications: Individual particles of various shapes and
arrays of nanoparticles with unique emission properties tunable in the entire optical spectral range. Cations “MA” and “FA” stand for CH3NH
þ
3 and HC-ðNH2Þþ2 , respectively.
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Si resonant nanoparticles,15 and nitrogen-vacancy centers in resonant
diamond nanoparticles.16 Aiming for more general applications, we
discuss the advantages of halide perovskites and compare them with
conventional semiconductors such as Si and GaAs, because they are
widely used in modern nanophotonics,17–20 as well as optoelectronics
and photovoltaics.
As shown schematically in Fig. 2(a), halide perovskites can be
considered as direct bandgap materials resembling GaAs. Ab initio
calculations21 show that the state contributed by the cation A (e.g., Cs,
MA, FA, etc.) is far from the band edges, which means that it does not
play a signiﬁcant role in determining the basic electronic structures in
halide perovskites. In turn, the valence band has a Pb s and X p anti-
bonding character, whereas the conduction band is formed by the Pb
p states. This is unique dual nature (ionic and covalent) of the halide
perovskite electronic structure. In conventional semiconductors such
as GaAs, the conduction band primarily has an s orbital character,
FIG. 2. Comparison of conventional semiconductor materials and halide perovskites. (a) Sketches of band structures for different semiconductors (Si, GaAs, and halide perov-
skites), indicating broadband and reversible tuning of the bandgap for perovskites via anion variation (a rainbow arrow). Dashed parabolic curves illustrate the existence of
excitons in the perovskites at room temperature. (b) Real parts of refractive index (n) around the edges of conduction band are shown for Si, GaAs, and halide perovskites,
where A stands for Cs, MA, or FA, and B stands for Pb, Sn, or Ge. Hollow circles correspond to MAPbX3 compositions. (c) A hexagon scheme depicts the comparison of suit-
ability of various materials (Si, GaAs, and halide perovskites) for different applications. The low level corresponds to strong limitations for material to be applied in a particular
ﬁeld; the medium level implies the moderate limitations; the high level means that the material either is already widely used or highly prospective for a particular ﬁeld of
applications.
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whereas the valence band primarily has a p orbital character. In con-
trast, halide perovskites exhibit an inverted band structure, and the
conduction band is mainly composed of degenerate Pb p bands. The
atomic p orbitals are less dispersive than s orbitals, and the density of
states in the lower conduction band of the halide perovskites is signiﬁ-
cantly higher than that in GaAs, and it is several orders of magnitude
stronger than that in Si. As a result, halide perovskites have a stronger
interband transition dipole moment, yielding a high absorption coefﬁ-
cient and high quantum yield for the emission of light.
Additionally, as compared to GaAs, halide perovskites also have
high tolerance to defects for luminescence,22 excitons at room temper-
ature,23 slightly lower refractive index in visible/near-infrared ranges,
and reversibly tunable bandgap from 1.5 eV up to 3 eV24,25 [Fig. 2(b)].
Due to these favorable characteristics, ease of processing, and low
price, the perovskites are the promising family of materials for the
next generation optoelectronic and nanophotonic devices. Namely,
there is an urgent necessity to create cheap, efﬁcient, reliable, and easy-
to-manufacture solar cells, light emitting devices (LEDs), ultracompact
lasers, nonlinear optical devices, and optical chips. Another scheme
in Fig. 2(c) shows the general comparison of applications of halide
perovskites with those for Si and GaAs based technologies, where
meta-optics and the currently developed concepts can boost the
performance of real devices.
A. On-chip integrated photonics
The real part of the refractive index of halide perovskites is signif-
icantly larger than that for SiO2 or most of the polymers, making the
perovskites good materials for on-chip integration, owing to their high
enough optical contrast. Moreover, in situ chemical variation of the
perovskite bandgap24,25 and, thus, the spectrum of their luminescence,
opens up unprecedented opportunities for reconﬁgurable nanopho-
tonic devices not achievable with the use of the conventional GaAs
platform. As a result, halide perovskite nanoparticles,26 nanowires,27,28
microdisks,29 microplates,30 nanoscale gratings,31 and metasurfaces32
are easy to fabricate and process, and they can become a convenient
and cheap part of optical circuitry in the near future.33 Nevertheless,
the existing silicon-based platform is much more developed for on-
chip integrated photonics,34 but it is expected to be outperformed by
the perovskites in the future.
B. Nonlinear optics
Nonlinear properties of halide perovskites are superior to those
of many conventional semiconductors.35,36 For example, CsPbX3
demonstrates two-photon, three-photon, and even ﬁve-photon
absorption,37 being sufﬁcient for multiphoton pumping of lasing.38
Third-harmonic generation has also been measured with high third-
order susceptibilities v(3) exceeding the level of 1017 m2 V2.39
Second-harmonic generation from halide perovskite (CsPbX3 or
MAPbX3, where MA¼CH3NH3) structures is not so effective due to
the centrosymmetric crystalline structure. However, lead-free perov-
skites (such as CsGeI3 and MAGeI3) exhibit giant second-harmonic
generation with the second-order nonlinear coefﬁcient v(2) exceeding
the value of 150 pm V1, being comparable with those for GaAs and
exceeding by many orders the coefﬁcients observed for silicon.40,41
C. LEDs and lasers
Because of a direct bandgap, strong excitons, high defect toler-
ance, and outstanding color tunability of halide perovskites, they are
used actively for light emitting devices (LEDs).42 Best performing
perovskite-based LEDs demonstrate the efﬁciencies higher than
20%,10,43 and this number can be improved further by smart nanopho-
tonic designs,33 as was demonstrated for other LED materials.44
Miniaturization of light-emitting architectures is motivated by
the development of nanolasers and microlasers.45 Perovskite lasers
based on nanowires, microdisks, and nanoscale gratings show low-
lasing thresholds, spectral tunability, and high defect stability.8,27,33,46
In turn, pure Si and GaAs cannot compete with the perovskite lasers,
and they need an additional doping or integration with quantum wells.
However, Si- and GaAs-based sources emitting in the near IR
frequency range are currently widely used in telecom applications,
where no compositions for halide perovskite are available yet. Also, Si
based nanostructures can emit white light upon strong photoexcitation
with relatively low quantum yield,47,48 which can be outperformed by
layered rather than bulk perovskites.49
D. Photovoltaics
Most of the commercial photovoltaic solar cells have been pro-
duced using silicon. Wafer-based monocrystalline or polycrystalline
silicon solar cells exhibit stability, heat resistance, relatively high
photoconversion efﬁciency (up to 26%), and low-cost fabrication.
However, the main disadvantage of crystalline silicon is a poor absor-
bance due to an indirect bandgap, which requires an increase in an
active layer. It makes creating ﬂexible thin-ﬁlm photovoltaic devices
problematic. The use of GaAs allows us to avoid this disadvantage,
and it is well suited for photoelectric applications, with an optimal
direct bandgap (1.424 eV), high absorption coefﬁcient, and good
carrier lifetime and mobility, as well as low nonradiative energy losses.
A key disadvantage is a high cost of production due to the need to use
the epitaxial growth methods.
Iodine perovskites (e.g., MAPbI3) have the optical characteristics
close to GaAs, while their electronic properties make the perovskites
favorable for thin-ﬁlm photovoltaics owing to their stronger light
absorption.21,50 At the same time, halide perovskites are based on
earth-abundant and cheap materials, and they are easily processed
without complex manufacturing multistage procedures. Remarkably,
by employing the concepts of nanophotonics and meta-optics, one can
improve further the characteristics of perovskite solar cells.51–54
E. Cost efficiency
Due to abundance of silicon, streamlined production, and high
density of components which can be placed on a substrate, the cost of
silicon components is very low. However, complex methods of creat-
ing and postprocessing of silicon-based structures are still required for
the fabrication of silicon micro- and nanostructures. Devices based on
GaAs are several orders of magnitude more expensive due to a high
cost and small size of the substrates, as well as the use of complex
epitaxial growth methods and rarity of the material. In this category,
perovskite-based devices look more affordable and cheaper for the
production on large scales.55 Using wet chemistry methods and roll-
to-roll techniques, it is possible to create ﬂexible, cheap, and effective
optoelectronic and nanophotonic devices. Finally, perovskite based
Applied Physics Reviews REVIEW scitation.org/journal/are
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devices have also now been demonstrated to be stable for thousands of
hours under conditions that should mimic those that a real device can
be exposed to.
IV. BASIC CONCEPTS AND TOOLS
A. Optical resonances in dielectric meta-optics
Resonances play a crucial role in meta-optics because they allow
us to enhance both electric and magnetic ﬁelds. Unlike plasmonic
nanoparticles and their structures, the electromagnetic ﬁelds penetrate
into dielectric nanostructures, and the light-matter interaction in such
structures depends strongly on geometric resonances and interferences
between different multipolar modes for individual elements and their
compositions such as oligomers and metasurfaces.
A building block of any metamaterial or metasurface is a reso-
nant subwavelength structure, frequently called meta-atom and also
known in plasmonics as “nanoantenna.” Recently, optically resonant
dielectric nanoparticles with a high refractive index have attracted a lot
of attention in nanophotonics as an alternative approach to achieve a
strong Mie-resonant response accompanied by subwavelength locali-
zation of light.3 Meta-optics in halide perovskites takes advantage of
their relatively high refractive index and a possibility to employ the
structures with different shapes. Typical shapes of halide-perovskite
meta-atoms are spheres, cubes, and cylinders, as shown in Figs.
3(a)–3(c). The optical response of dielectric nanoparticles of various
shapes has been studied intensively during the last few years,59–62 and
it was revealed that the scattering properties of dielectric nanoparticles
depend strongly on the geometric parameters and the value of the
material refractive index.
According to Fig. 2(b), the refractive index of halide perovskites
lies in the range n¼ 2–3, where compounds with narrower bandgaps
(1.5 eV, ABI3) possess higher values around an exciton line, whereas
lower values are associated with the compounds having the widest
bandgaps (3 eV, ABCl3) and satisfy qualitatively the Moss relation.63
PL of the halide perovskite nanoparticles follows the bandgap
changing trends, and it can be varied in the entire visible frequency
spectrum [Fig. 3(d)], which is important knowledge for Purcell factor
calculations.
B. Mie resonances
Optical resonances in a dielectric spherical particle can be
described analytically by the well-knownMie theory.64 The Mie theory
gives the scattering efﬁciencies for all angles, as well as in both forward
and backward directions relatively to the propagation direction of the
incident plane wave
Ctotalscat ¼
2
q2
X1
s¼1
ð2sþ 1Þðjasj2 þ jbsj2Þ; (1)
Cforwardscat ¼
1
q2
X1
s¼1
ð2sþ 1Þðas þ bsÞ


2
; (2)
Cbackwardscat ¼
1
q2
X1
s¼1
ð2sþ 1Þð1Þsðas  bsÞ


2
; (3)
where q¼ 2pRnm/k, R is the particle radius, nm is the refractive index
of host media, and k is the incident wavelength. The coefﬁcients as
and bs correspond to electric- and magnetic scattering amplitudes for
corresponding Mie modes (multipoles), which were actively studied
during the last decade for various high-refractive-index materials
(such as Si and GaAs).
The ﬁrst resonance of a spherical dielectric nanoparticle is the
magnetic dipole resonance (b1), and it occurs when the wavelength of
light inside a spherical particle with the refractive index becomes
almost equal to the particle’s diameter.65 In turn, metallic spherical
particles have negligibly small contribution of the magnetic modes.
Another remarkable feature of dielectric particles is the ability to efﬁ-
ciently control the scattering power pattern. As one can see from Eq.
(3), backward scattering can be suppressed when magnetic and electric
moments have comparable amplitudes and equal phases.
More advanced numerical methods are required to solve the
Maxwell equations for cylindrical, cubical, and other shapes of nano-
particles.59 Although the typical shapes of halide perovskite nanopar-
ticles are nonspherical, but also cubic and cylindrical ones, one can
similarly consider scattering on these nanoparticles as a series of multi-
poles. The multipole moments can be calculated through the electric
current density J¼ixe0(er  1) E induced in the particle located in
air by a normally incident wave, where e0 is the vacuum permittivity,
and er is the relative permittivity of the particle material. E is the total
electric ﬁeld inside the particle which can be obtained by carrying out
3D electromagnetic simulations. Since the dimensions of our particles
are comparable with a wavelength of the incident light, we used the
following expressions for the spherical multipole expansion beyond
the long-wavelength approximation66
FIG. 3. SEM images of major building blocks of halide perovskite meta-optics: (a)
spheroids,56 (b) cuboids,57 and (c) disks.58 (d) Photoluminescence spectra for
perovskite spheroids with various compositions.56 Reprinted with permission from
Tang et al., ACS Nano 11, 10681–10688 (2017). Copyright 2017 American
Chemical Society56 [(a) and (d)]; Liu et al., ACS Nano 12, 5923–5931 (2018).
Copyright 2018 American Chemical Society57 (b); Zhizhchenko et al., ACS Nano
13, 4140–4147 (2019). Copyright 2019 American Chemical Society58 (c).
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p ¼ 1
ix
ð
Jj0ðkrÞdrþ k
2
2
ð
3ðr  JÞr r2J  j2ðkrÞðkrÞ2 dr; (4)
m ¼ 3
2
ð
r J½  j1ðkrÞ
kr
dr; (5)
Q^ ¼ 3
ix
ð
3ðr Jþ J rÞ  2ðr  JÞU^
  j1ðkrÞ
kr
dr
þ 2k2
ð
5r rðr  JÞ  ðr Jþ J rÞr2  r2ðr  JÞU^
  j3ðkrÞ
ðkrÞ3 dr;
(6)
M^ ¼ 15
ð
r ðr JÞ þ ðr JÞ  r½  j2ðkrÞðkrÞ2 dr; (7)
where p,m, Q^, and M^ are electric dipole (ED), magnetic dipole (MD),
electric quadrupole (EQ), and magnetic quadrupole (MQ) moments
of the particle in the Cartesian representation, respectively. Here, j0,1,2,3
denotes spherical Bessel functions, k is the wavenumber in air, U^ is
the 3 3 unit tensor, and r is the radius vector from the center of the
particle.
Total scattering efﬁciency can be obtained by summing up each
multipole contribution to the scattering as follows (here, we consider
contributions of several ﬁrst multipoles up to magnetic quadrupole):
Cscat ’ k
4
6p20jEincj2rgeom
jpj2 þ jmj
2
c
þ
jkQ^j2 þ
 kM^c

2
120
0
B@
1
CA
; (8)
where Einc is the incident electric ﬁeld and rgeom is the geometric cross
section.
In Fig. 4, scattering efﬁciencies for spheroids, cuboids, and cylin-
ders made of different halide perovskite compositions are presented.
The compositions correspond to three main formulas: MAPbI3,
MAPbBr3, and MAPbCl3. One can see that for the wavelengths larger
than the edge of conduction band, Mie resonances are strong enough
to provide high values of scattering efﬁciency (up to 10). At the wave-
lengths corresponding to high linear absorption, the scattering efﬁ-
ciency is much weaker except that for MAPbI3, where the losses in the
range of 500–800nm (bottom of the conduction band) are not too
high. Remarkably, all considered shapes of perovskite nanoparticles
demonstrate distinguishable Mie resonances.
FIG. 4. Scattering properties of halide-perovskite nanoparticles of different shapes. Calculated scattering efﬁciencies for spheres, cubes, and cylinders, and the average
Purcell factor for spherical particles. Results are presented for three typical chemical compositions of the halide perovskite materials: MAPbI3, MAPbBr3, and MAPbCl3, where
MA¼CH3NH3.
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The next step is the analysis of the scattering power pattern for
resonant dielectric nanoparticles irradiated by a plane wave. Smart
engineering of optical resonances within a single nanoparticle by vary-
ing its geometrical parameters allows for interesting effects related to
manipulation by scattering directivity. If electric and magnetic polariz-
abilities of a nanoparticle are equal to each other in magnitude and
phase (the ﬁrst Kerker condition67 or Huygens regime68) light scatter-
ing from this nanoparticle is suppressed in the backward direction. In
this regard, it is crucial to provide multipole decomposition to under-
stand at which spectral positions one can expect the regime of back-
ward scattering suppression. In Fig. 5, the calculations show how
different multipoles contribute to the scattering in a perovskite “cubic”
nanoparticle. As expected, the interference of electric and magnetic
dipoles gives dominating forward scattering. Interestingly, this regime
is broadband for a speciﬁc sizes [e.g., for 350-nm cube, as shown in
Fig. 5(b)], which is important for a number of applications related to
antireﬂective coatings in real devices.
C. Other resonances in dielectric meta-optics
In addition to the well-knownMie resonances supported by indi-
vidual meta-atoms, the recent advances in dielectric meta-optics are
associated with other types of resonances which allow to shape and
control both linear and nonlinear properties of nanoscale structures
and metasurfaces.
FIG. 5. Multipole decomposition of the scattering ﬁelds of perovskite nanoparticles. Calculated total scattering and multipole decomposition from Eqs. (4)–(8) for MAPbBr3
nanocubes with the size (a) H¼ 250 nm and (b) H¼ 350 nm. The green area corresponds to the Huygens’ regime when ED ’ MD. Right: Scattering patterns corresponding
to the superposition of different multipoles: ED þ EQ (point 1), ED þ MD (points 2, 4), and EQ þ MQ (point 3).
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The so-called “Fano resonance” is a fascinating phenomenon of
wave physics observed in many problems of photonics, plasmonics,
and metamaterials.69 A cluster of nanoparticles can support Fano reso-
nances arising from interference between different localized modes
and radiative electromagnetic waves. In nanophotonics, the Fano
resonance is observed typically as a resonant suppression of the total
scattering cross section with enhanced absorption. The Fano reso-
nance is attractive for applications because it allows conﬁning light
more efﬁciently, because it is characterized by a steeper dispersion
than a conventional resonance, making it promising for nanoscale
biochemical sensing, fast switching, and lasing.
A multimode analysis (see, e.g., the review of Ref. 4 and referen-
ces therein) reveals a principal difference between Fano resonances in
dielectric and plasmonic nanoparticle clusters (also called oligomers).
In comparison with oligomers made of metallic particles, all-dielectric
nanoparticle structures are less sensitive to a separation between the
particles, and the ﬁeld is localized mainly inside the nanoparticles.
Also, dielectric nanostructures exhibit low losses, which allows observ-
ing the Fano resonances for new geometries not supported by their
plasmonic counterparts. These novel features lead to different coupling
mechanisms between nanoparticles making all-dielectric nanoparticle
structures more attractive for applications in active meta-optics.
“Bound states in the continuum” (BIC) have attracted a lot of
attention in photonics recently, and they originate from a coupling
between the leaky modes in dielectric structures such as photonic crys-
tals, metasurfaces, and isolated resonators.70 These resonances provide
an alternative means to achieve very large quality factors (Q-factors)
for lasing71 and also allow tuning a photonic system into the regime of
the so-called “supercavity mode.”72 A true bound state in the contin-
uum (BIC) is a mathematical object with an inﬁnite value of the Q
factor and vanishing resonance width, and it can exist only in ideal
loss-less inﬁnite structures or for extreme values of parameters.73,74 In
practice, BIC can be realized as a quasi-BIC mode, being directly asso-
ciated with the supercavity mode,72 when both the Q factor and reso-
nance width become ﬁnite. However, the localization of light inspired
by the BIC physics makes it possible to realize high-Q quasi-BIC
modes in many optical structures such as cavities, photonic-crystal
slabs, and coupled waveguides.
Importantly, there exists a direct link between quasi-BIC states
and Fano resonances since these two phenomena are supported by the
similar physics. More speciﬁcally, quasi-BIC resonance can be
described explicitly by the classical Fano formula, and the observed
peak positions and linewidths correspond exactly to the real and imag-
inary parts of the eigenmode frequencies. The Fano parameter
becomes ill-deﬁned at the BIC condition, which corresponds to a
collapse of the Fano resonance. Importantly, every quasi-BIC mode
can be linked with the Fano resonances, whereas the opposite is not
always true: The Fano resonance may not converge to the BIC mode
for any variation of the system parameters.
D. Photoluminescence and lasing
Optical resonances in nanoparticles are a powerful platform for
the emission enhancement from nanostructures. Generally speaking,
halide perovskites are considered as a family of materials with a high
quantum yield (QY) of PL, being widely employed for LEDs and lasing
applications, as described in Sec. III above. However, the dependence
of QY on photogenerated carrier concentration has a nontrivial
behavior, which is strongly affected by the type of recombining par-
ticles: Free carriers or excitons. Indeed, since the binding energy of
Wannier-Mott excitons in these materials is strongly dependent on
the bandgap: Eb¼ 20meV for CsPbI3, Eb¼ 5–15meV for MAPbI3,
Eb¼ 40meV for CsPbBr3, Eb¼ 15–40meV for MAPbBr3,
Eb¼ 60–75meV for CsPbCl3, and Eb¼ 41meV for MAPbCl3 (Refs.
33 and 75) free carriers and excitons can coexist in equilibrium under
the appropriate conditions.
A balance between free carrier and exciton populations at equi-
librium can be determined by the Saha–Langmuir equation.76,77
Figure 6 shows the calculated fraction of free carriers relatively to exci-
tons according to this equation with parameters close to 3D halide
perovskite ones at room temperature taken from Ref. 78. The calcu-
lated ratios for binding energies 20meV (iodine-like), 50meV (bro-
mine-like), and 100meV (chlorine-like) give a general picture about
the contribution of excitons for various compositions and regimes of
perovskite excitation.
However, the Saha–Langmuir relation does not include the con-
tributions from many-body effects and can be applied at relatively low
carrier densities only. Indeed, the Coulomb interaction between an
electron and hole would be screened by the presence of other carriers,
leading to the dissociation of excitons to free carriers. This transition
(the so-called Mott transition) occurs at a critical excitation density
(Nc) described by Nc ¼ kBT=ð11pEba3bÞ, where kB is the Boltzmann
constant, T is temperature, Eb is the exciton binding energy, and ab is
the Bohr radius. The dashed line in Fig. 6(a) represents the critical
density (Nc  4 1017 cm3) of the Mott transition for Eb¼ 15meV
and ab¼ 5nm. The larger the Eb and smaller ab of the excitons, the
higher the Nc for the exciton dissociation. In Fig. 6(a), this trend for
the Mott transition toward higher Nc is depicted by an arrow.
These estimations help to conclude that free carriers dominate
both at low and high concentrations. The low-concentration case
(1014–1016 cm3) corresponds to the regimes of optoelectronic device
operation, while a high-concentration case (>1018 cm3) corresponds
to lasing at very strong pumping conditions. In turn, excitons contrib-
ute considerably at intermediate carrier densities (1016–1018 cm3)
for halide perovskites, depending on the binding energy Eb close to the
thresholds of ampliﬁed spontaneous emission (1017–1018 cm3). The
coexistence of excitons and free-carriers in this region raises debates on
the lasing mechanism in 3D halide perovskites.79–82
Information about the dominating type of carrier is also crucial
for the value of the PL QY because free-carriers and excitons have dif-
ferent relaxation behavior. The decay of photogenerated free carriers
in perovskites is usually described with the following equation:
dNfc
dt
¼ G k1Nfc  k2N2fc  k3N3fc; (9)
where G is the photoexcited carrier generation rate. k1 is the rate con-
stant associated with trap-assisted recombination that relies on an
individual carrier (electron or hole) being captured in a trap. The sec-
ond relaxation term with k2 corresponds to intrinsic electron-hole
recombination, which depends on both electron and hole densities
and, thus, on N2fc. k3 is the coefﬁcient for nonradiative three-particle
Auger recombination. As a result, the internal QY can be written as
QY ¼ k2Nfc
k1 þ k2Nfc þ k3N2fc
: (10)
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More detailed analysis with taking into account exciton contribution
and defects can be seen in Ref. 84.
Figure 6(b) conﬁrms that the internal QY of MAPbBr3 depends
almost linearly on photoexcited carrier density in the low-
concentration regimes, saturating before the lasing regime owing to
Auger recombination.83 Remarkably, the external QY from the perov-
skite ﬁlm is much lower than the internal one, because emitted light
cannot escape the smooth ﬁlm at high angles relatively to the normal
to surface owing to strong reﬂection and reabsorption. Therefore, the
enhancement of light scattering improving probability of emission
outcoupling is one of the straightforward strategies for external QY
improvement up to the level 30%–90% at the maximum point.83,85–87
However, the external QY still can be less than 10%, when the carrier
concentration is relatively low. Therefore, smart nanophotonic designs
further improving QY of luminescence are desirable for high-
performance photonic and optoelectronic devices.10
Besides the improvement of the outcoupling, luminescence quan-
tum yield can be enhanced because of acceleration spontaneous emis-
sion in a cavity ssp,cav as compared with that in homogeneous medium
ssp,0 due to the Purcell effect.
88 The Purcell factor reaches then its max-
imal value PF which in the case of closed resonators has the form
PF ¼ s
1
sp;cav
s1sp;0
¼ 6pc
3
n3xm
Q
Vmode
; (11)
where n is the refractive index, c is the speed of light in vacuum, xm is
the angular frequency of the mode, and Vmode is the mode volume.
According to this formula, the increase in the Q-factor at a ﬁxed mode
volume results in the acceleration of the spontaneous emission rate,
and, thus, the emitted power. Also, the increase in the refractive index
of the nanoparticle material results in better light localization and,
thus, in Q-factor enhancement and reduction of the mode volume.
Thus, the Purcell effect is more pronounced for perovskites with a
higher refractive index, i.e., with a narrower bandgap [see Figs. 4(b),
4(f), and 4(j)].
Taking into account spontaneous emission acceleration via the
Purcell effect, the internal QY can be modiﬁed as follows:89
QY ¼ PF  k2Nfc
k1 þ PF  k2Nfc þ k3N2fc
: (12)
According to the calculations in Figs. 4 and 6(b), such a modiﬁcation
of the spontaneous emission rate in resonant perovskite NPs should
result in exceeding 10% level of external QY even for carrier density
<1016 cm3, i.e., in the regime of optoelectronic device operation.
Higher modes in perovskites’ nanocavities can possess high
enough Q-factors to achieve “lasing.” Generally, the Q-factor in a
dielectric subwavelength cavity exponentially depends on the mode
numberm91
QðmÞ  ebm; (13)
where b is the constant determined by the cavity geometry, optical
properties of the cavity, and host material. More advanced designs
were recently proposed for high-refractive-index nanocylinders,92
where high-Q modes were highly symmetric and badly out-coupled
into freely propagating light in surrounding dielectric medium. This
type of high-Q state is frequently called bound states in continuum
(BIC).
Eventually, optimization of the Q-factor is crucial for compacti-
zation of a microcavity and minimization of its threshold modal gain
(gth) for lasing: gth¼ 2pn/kQth. Figure 7 shows calculated dependencies
of thresholds for spherical CsPbBr3 nanoparticles on their size (diame-
ter for spheres and edge length for cubes). Remarkably, high gain in
CsPbBr3 perovskites (up to 3 104 cm1 depending on temperature)
still allows for lasing in subwavelength nanoparticles (<540nm)
FIG. 6. (a) Calculated fraction of free carriers relatively to excitons as a function of
injected carrier density according to the Saha–Langmuir equation for various values
of exciton binding energies at room temperature. Carrier densities relevant for pho-
tovoltaics (PV), LEDs, and lasing applications are highlighted. Adapted from
Manser et al., Chem. Rev. 116, 12956–13008 (2016). Use permitted under the
Standard ACS AuthorChoice/Editors’ Choice Usage Agreement.78 (b) External PL
quantum yield (PLQY) for MAPbBr3 under pulsed laser excitation (squares)
together with the modeled internal (red) and external (black) QY. Insets illustrate
schematically the origin of QY enhancement and possible further improvement
owing to the Purcell effect in resonant perovskite nanoparticles. Reprinted with per-
mission from Richter et al., Nat. Commun. 7, 13941 (2016). Use permitted under
the Creative Commons Attribution 4.0 International License.83
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regardless of their shape, because low-order Mie resonances are not so
sensitive to the shape. Larger particles demonstrate an exponential
general trend for reduction of the lasing threshold [see also Eq. (10)].
However, spherical particles are much more preferable when the size
is larger than 800nm, when whispering gallery modes represent an
increase in the incidence angle of lasing mode to the spherical bound-
ary of particles, whereas this angle is ﬁxed for the cubic particles.
Taking into account the relatively low thermal conductivity of halide
perovskites (<10W/m K),8 halide perovskite microparticles (>1lm)
of cubic shape are much worse as compared to more compact submi-
crometer spherical particles with similar Q-factors. Nevertheless, ﬁnal
decision on the design selection is based on technological and experi-
mental aspects, which we discuss in Sec. V.
V. FABRICATION METHODS
A. Resonant nanoparticles
In order to study novel physics of active meta-optics based on the
Mie-type modes in halide perovskites, various building-block designs
were fabricated. Namely, in most of the experiments, the perovskite
nanoparticles with sizes smaller than 1lm acquired spherical, cubic,
and cylindrical shapes.
Chemical methods allow us to create randomly arranged perov-
skite nanoparticles with cubic shapes mostly. For example, the ligand
assisted reprecipitation method93 or antisolvent-assisted techniques in
aprotic nonpolar liquids give a cubic shape of nanoparticles with a
good crystalline structure and sizes ranging from a few to hundred
nanometers.57,94 Synthesis of nanoparticles with noncubic (polygon)
shapes was achieved by a polymer-assisted precipitation on a substrate
after spin-coating and annealing of precursors.95
Another technique is a chemical vapor deposition (CVD)
method allowing for the fabrication of microcubes96 and micro-
spheres56 of halide perovskites randomly arranged on a substrate. This
method is speciﬁcally prospective for the creation of high-quality
spherical particles,56 which are difﬁcult to achieve by the other
methods.
Creation of perovskite nanoparticles with a quasispherical shape
and much higher precision of spatial positioning was demonstrated by
means of the laser transfer technique.26,95 It represents a physical
method (laser ablation) to obtain single perovskite nanoparticles ﬂying
from spin-coated perovskite ﬁlms to an arbitrary substrate. Also,
direct laser ablation of a thin perovskite ﬁlm allows for cutting micro-
structures with shapes (e.g., cylinders), which are not possible to pro-
duce by any chemical or chemical vapor deposition methods.58
Remarkably, the high defect tolerance of halide perovskites preserves
high quantum yield for luminescence from the fabricated nanopar-
ticles or microdisks even after the intense laser-matter interaction
process.
Finally, perovskite microparticles of a cylindrical shape can be
fabricated by electron- or ion-beam lithography with the highest
spatial precision.97,98 For example, microdisks with various shapes
were created and even integrated with a nanoscale waveguide.29
B. Metasurfaces
Metasurfaces are periodical nanostructures consisting of the
nanoparticles of any shapes and arranged with the periods less than
incident or emitted light wavelengths. Besides the special requirements
for the nanoparticle shape, the periodicity in metasurfaces is another
critical parameter. Therefore, it is very challenging to create high-
quality metasurfaces by means of any chemical methods, including
various template-assisted techniques.99 The highest precision was
achieved by employing ion-beam100 and electron-beam101–103 lithog-
raphy. However, these lithography-based approaches suffer from
relatively low productivity. In this regard, nanoimprint lithography
demonstrated high potential for mass-production of halide perovskite
photonic crystals and metasurfaces.104–107
VI. EXPERIMENTAL DEMONSTRATIONS
A. Luminescence enhancement in resonant
nanoparticles
In the work,26 pronounced Mie resonances were observed experi-
mentally in individual nanoparticles smaller than 500nm made of
different types of halide perovskite MAPb(BrxI1x)3, as shown sche-
matically in Fig. 8(a). As we discussed in Sec. IV, the main advantages
of Mie resonances are local ﬁeld enhancement and far-ﬁeld control for
incident light, as well as acceleration of radiative recombination at the
emission wavelength of the material. The latter effect results in the
enhancement of luminescence efﬁciency around the Mie resonances,
and was also observed experimentally for halide perovskite nanopar-
ticles. In Fig. 8(b), the perovskite nanoparticles made of MAPbI3
exhibited a clear dependence on their size, which can be well ﬁtted
qualitatively by analytical calculations based on Eq. (11), or more rig-
orously based on the Chew’s theory.108 The PL from the nanoparticle
with the optimized size is up to 5 times stronger as compared with a
thin ﬁlm [see Fig. 8(c)]. However, optical losses in perovskites at the
exciton peak and increasing mode volume with a growth of particle’s
size reduce an averaged emitted power, being maximum for the mag-
netic quadrupole resonance.26
FIG. 7. Lasing of perovskite nanoparticles. Dependence of the threshold gain coefﬁ-
cient on the size of CsPbBr3 spherical nanoparticles in vacuum obtained from the
linear theory. The green stripe corresponds to the maximum levels of gain in
CsPbBr3. The red region corresponds to nanoparticles with small Q-factors not sup-
porting lasing. Adapted with permission from Tiguntseva et al., preprint
arXiv:1905.08646 (2019). Copyright 2019 Author.90
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B. Excitonic effects in resonant nanoparticles
Beside the PL enhancement effect, it is expected that coherent
coupling of Mie modes of the particle to the excitons109 of perovskite
will result in a pronounced Fano resonance at room temperature,
because the halide perovskites possess a pronounced exciton state with
binding energies more than 20meV.23 As shown in work,95 the calcu-
lated scattering cross section spectra of spherical MAPbI3 nanopar-
ticles vs particle radius reveal an asymmetric behavior inherent for the
Fano-like dip close to the exciton resonance of the MAPbBr3 perov-
skite at 539 nm. This knowledge is crucial for the analysis of transmit-
tance spectra for the ﬁlms made of perovskite nanoparticles, where the
dip around the exciton spectral line has to be attributed to the Fano
resonance rather than reduced absorption in the material.
Another interesting exciton-driven effect is related to a nonlocal
character of dielectric permittivity of halide perovskites. The mecha-
nism of this effect is associated with the fact that excitons in nanopar-
ticles have an additional kinetic energy that is proportional to k2,
where k is the wavenumber. Therefore, they possess higher energy
than in the case of static excitons. In more detail, spatial dispersion
inside the sphere results in the emergence of the additional, longitudi-
nal electric wave, El.
110 This wave coexists with the conventional,
transverse waves and can also be expanded in spherical harmonics
with a single set of expansion coefﬁcients. As shown in the work,94 this
phenomenon is important at the intermediate sizes of nanoparticles,
where the nonlocal response of the exciton affects the spectral proper-
ties of Mie modes. As a result, some blue-shift of the PL, scattering,
and absorption cross section peaks can be observed for halide perov-
skites with sizes in the range between 10 and 100nm, i.e., where any
quantum conﬁnement effects are negligible, while the contribution
Mie modes are considerable.
C. Lasing from nanoparticles
According to the theoretical predictions (see Fig. 7), slightly
larger perovskite nanoparticles are prospective for lasing applications.
Indeed, owing to their high QY85 and ability to support conﬁned
optical modes,33 halide perovskite based nanoparticles are also very
prospective for the creation of micro- and nanolasers operating at
room temperature.82 The ﬁrst successful demonstration of this concept
with submicrometer particles was carried out with perfectly spherical
CsPbBr3 particles with a diameter of about 780nm.
56 Reduction of the
size resulted in a signiﬁcant increase in the lasing threshold from the
101 lJ/cm2 level56 up to 102 lJ/cm2 for subwavelength cubic nano-
particles.90 As shown in Fig. 9, the CsPbBr3 subwavelength nanocubes
of a high quality can support an efﬁcient lasing at the fourth-order
Mie resonance (electric hexadecapole) even at room temperature,
being as small as 0.5 k3 and the smallest nonplasmonic nanolaser.90
Further size decrease results in exceeding the damage threshold of the
material.
FIG. 8. Resonant enhancement of photoluminescence in halide perovskite nanoparticles. (a) Schematic illustration of halide perovskite nanoantennas. (b) Experimental depen-
dence of the photoluminescence signal on the size of MAPbI3 nanoparticles and corresponding theoretical calculations for the emission rate. (c) Experimental spectra of photo-
luminescence from MAPbI3 nanoparticles of different sizes and thin MAPbI3 ﬁlm. Reprinted with permission from Tiguntseva et al., Nano Lett. 18, 1185–1190 (2018). Copyright
2018 American Chemical Society.26
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D. Structural and active coloring
The ordered resonant perovskite nanoparticles or resonant
nanostructures (so-called meta-atoms) can form a metasurface.
The ﬁrst application of halide perovskite metasurfaces was struc-
tural coloration,100 when different wavelengths of the incident
light are selectively reﬂected and absorbed by the metasurface
owing to its resonant response [Figs. 10(a) and 10(b)]. Indeed,
as shown in Fig. 4, perovskite nanoparticles can demonstrate
enhanced scattering at various wavelengths because of Mie reso-
nances. Some particular realizations of perovskite periodical
nanostructures and corresponding structural colors are presented
in Figs. 10(c) and 10(d). A similar effect was demonstrated
previously with other semiconductors materials (e.g., silicon111
and germanium112).
Additional color mixing becomes possible when incident light
not only passively propagates through the metasurface, but also makes
its active, i.e., induces photoluminescence or even lasing at a certain
intensity and wavelength. Figure 10(e) represents an experimental
illustration of the active metasurface based on the MAPbBr3 perovskite
nanostructure, where different colors are obtained under different
intensities of incident light with a wavelength of 400nm.102 This paves
the way for display pixels with tunable colors originating from reso-
nantly enhanced luminescence and selectively modiﬁed reﬂection
properties of halide perovskite metasurfaces.
The remarkable feature which makes halide perovskites unique
among the other semiconductors is that one can tune their optical
properties in situ by the anion exchange,24,25 which is much more
controllable than photoinduced segregation in perovskites.114 The
FIG. 9. Lasing from perovskite nanoparticles. (a)–(c) Scanning electron microscopy (SEM) images of CsPbBr3 perovskite nanocubes on a sapphire substrate. Corresponding
sizes are shown next to each image. Scale bars are 500 nm. (d)–(f) Calculated electric ﬁeld distribution of the lasing mode (around 535 nm) in the nanocubes. (g)–(i)
Experimentally measured dependencies of the emission intensity from the nanocubes at room temperature. Adapted with permission from Tiguntseva et al., preprint
arXiv:1905.08646 (2019). Copyright 2019 Author.90
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anion (I, Br, and Cl) exchange in arbitrary perovskite objects
(thin ﬁlms, nanoparticles, nanowires, etc.) can occur in the gas
phase when they are surrounded by acid molecules (HI, HBr, or
HCl). This approach was applied to resonant CsPbBr3 nanopar-
ticles as well and resulted in a broadband (1 eV) exciton spectral
position tuning by applying HCl acid in the gas phase by several
minutes.95 As shown in Figs. 11(a)–11(c), the white light trans-
mission spectrum through the randomly distributed resonant
CsPbBr3 perovskite nanoparticles contains the feature of Fano
resonance caused by coupling the exciton with Mie modes in the
nanoparticles, and it is gradually modiﬁed at different doses of
HCl gas. Moreover, Fig. 11(e) proves that the nanoparticle spec-
trum can be reversibly modiﬁed upon exposure in vapors of HCl
and HBr acids.
The effect of perovskite bandgap engineering was applied for
strong spectral tuning of the optical properties of the MAPbBr3 meta-
surface [see the example in Fig. 11(f)] by means of in situ material
reversible conversion to MAPbI3 in a chemical vapor deposition
(CVD) tube.113 This approach allowed for switching off the reﬂection
signal reversibly from the perovskite metasurface [Fig. 11(g)]. A
switchable perovskite meta-hologram was also demonstrated [Fig.
11(h)], when the material of the design converting incident light into
the word “HIT” was modiﬁed in the CVD tube.
E. Nonlinear metasurfaces
Nonlinear meta-optics based on Mie-resonant nanoparticles
made of Si, GaP, Ge, or GaAs materials is a very rapidly developing
area of modern optics.115 In turn, the use of halide perovskite nano-
particles and metasurfaces is also very attractive for enhancing nonlin-
ear optical response of metadevices, as was discussed above.
An increase up to two orders of magnitude in multiphoton
absorption induced PL was demonstrated with perovskite metasurfa-
ces pumped by near-infrared femtosecond laser pulses.116 The
enhancement factor depends on the type of nanostructure [see Fig.
12(b)], and a strong polarization dependence was demonstrated owing
to excitation of various modes. Recently, such a strong enhancement
was employed117 to distinguish meta-pixels with slightly different
designs or excitation wavelengths, as shown in Figs. 12(c) and 12(d).
This ﬁnding opens a new degree of freedom for structural coloring
FIG. 10. Coloring with perovskite metasurfaces and nanostructures. (a) Optical images of MAPbI3 metasurfaces with different periods and (b) corresponding CE 1931 color
space for the meta-pixels with an electron image. (c) Optical and electronic images of perovskite metasurfaces, as well as corresponding simulated colors. (d) Reﬂection colors
for perovskite metasurfaces. (e) Perovskite metasurfaces with actively tunable colors by means of luminescence excitation and its experimental demonstrations (f) without and
(g) with photoluminescence contribution. Reprinted with permission from Gao et al., ACS Nano 12, 8847–8854 (2018). Copyright 2018 American Chemical Society.102
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and encoding of information. Nonlinear metasurfaces made of plas-
monic structures coupled to a perovskite layer were also proposed
recently for ultrafast modulation of terahertz signals,118,119 demon-
strating picosecond-scale material’s response.
VII. SUMMARY AND OUTLOOK
We have presented a brief overview of the recent advances in the
emerging ﬁeld of active meta-optics and dielectric nanophotonics
based on halide perovskites. In particular, we have demonstrated that
nanoparticles made of halide perovskites and having various shapes
can support pronounced Mie resonances in the visible and near-
infrared spectral range. Such optically resonant perovskite nanopar-
ticles can provide a subwavelength conﬁnement of the local electro-
magnetic ﬁelds, and they can boost many optical effects originating
from strong light-matter interaction and optical magnetism, thus
offering novel opportunities for the subwavelength control of light in
active and light-emitting nanostructures and metasurfaces. Figure 13
summarizes several recently developed applications of halide-
perovskite active and light-emitting metasurfaces. These examples
range from a standard wave-front control and spectrally resolved wave
selection to novel functionalities such as highly efﬁcient luminescence,
compact lasing, and reversible chemistry-induced tunability.
For the future developments, we emphasize that a combination
of halide perovskites with nanostructuring suggests that the perfor-
mance of many perovskite-based optical devices can be improved
substantially, and perovskite devices can be empowered by optical
resonances and nanostructuring. Below we outline several research
directions where we oversee some further progress in the next com-
ing years.
A. Ultimately small nanolasers
According to Fig. 7, one can expect room-temperature lasing at
the sizes considerably smaller than the wavelength of emitted photons
(down to 0.6k) owing to a high gain of halide perovskites. Further
decreasing the nanolaser size becomes possible by employing various
strategies. The ﬁrst strategy is a decrease in nanolaser temperature in
order to simply increase the population of excited carriers at the bot-
tom of the conduction band as usually happens in semiconductors.120
The second strategy is related to the optimization of perovskite mate-
rial properties. For example, cooling halide perovskite can lead to
phase transitions and phase coexistence at some temperature
intervals (e.g., at T< 160 K, for MAPbI3). In such a case, a gain
originates from tetragonal phase inclusions that are photogener-
ated by the pump within the bulk orthorhombic host matrix with
slightly wider bandgap and lower losses in the range of lasing
from the tetragonal phase inclusions.121 Similar multiphase opti-
mization might be achieved potentially even at room temperatures
by anion-mixing in perovskites, where a segregation process
results in a separation of different monohalide perovskite
FIG. 11. Dynamically reconﬁgurable meta-atoms and metasurfaces. (a) Concept of nanoantenna tunability by an anion exchange in the vapor phase. (b) Electron image of
CsPbBr3 resonance nanoparticles that demonstrates (c) a gradual shift of the Fano resonance after the anion exchange process (d) conﬁrmed by theoretical modeling. (e)
Experimental demonstration of the reversible multicycle tuning of the Fano resonance. Reprinted with permission from Tiguntseva et al., Nano Lett. 18, 5522–5529 (2018).
Copyright 2018 American Chemical Society.95 (f) Electron image of the MAPbBr3 metasurface switched to the MAPbI3 phase by an anion exchange, as shown in (g). (h)
Holographic images before and after the chemical switching of perovskite metasurfaces shown schematically in the lower row of images. Reprinted with permission from
Zhang et al., Laser Photonics Rev. 13, 1900079 (2019). Copyright 2019 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim.113
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phases122 and, thus, the formation of inclusions with smaller
bandgaps inside a host medium with a wider bandgap.
B. Enhanced electroluminescence
Resulting from the previous demonstration of the enhanced PL
from perovksite meta-atoms,26 metasurfaces,31,33,100,102,113,117 and also
electroluminescence from random nanoparticles87 and photonic
crystals,123 we anticipate the demonstration of electrically driven
metasurface-based perovskite LEDs. This would result in a dynamical
control of LED emission and may offer new opportunities for efﬁcient
and smart displays. Remarkably, current state-of-the-art perovskite-
based LEDs can be semitransparent,124 which allows for an additional
control of not only emitted light, but also transmitted light expanding
the device functionality. Finally, the optimized perovskite metasurfaces
supporting high-Q modes can be utilized for creating electrically
pumped perovskite lasers, and have not been demonstrated so far.
C. Holographic luminescent or lasing images
Recent progress in all-dielectric light-emitting nanoantennas and
metasurfaces125,126 offers new opportunities for control of the emission
wavelength, brightness, wavefront shape, and direction of the emitted
light. This would be beneﬁcial for 3D imaging or holography,127,128
where different encoded images are projected at different viewing
angles. All-dielectric perovskite-based metasurfaces supporting lasing
could also improve quality of imaging in holographic displays owing
to high coherence and improved directivity of the emitted light.
FIG. 12. Nonlinear upconversion from halide perovskite metasurfaces. (a) Experimentally measured dependence of nonlinear photoluminescence on incident ﬂuence of 150-fs
infrared laser pulses. (b) Experimental spectra of nonlinearly pumped photoluminescence from different triple-cation mixed-halide perovskite nanostructures with corresponding
electron images. (c) A top view electron image of the MAPbBr3 metasurface for nonlinear imaging, scale bar is 300lm. The insets are the images of the encoded information
and the background; the scale bar is 1 lm. (d) Nonlinear photoluminescence images under different pumping wavelengths 1500 nm (upper), 1400 nm and 1350 nm of femto-
second laser, and linear photoluminescence image pumped by a laser at a wavelength of 400 nm (lower). Reprinted with permission from Fan et al., Nat. Commun. 10, 2085
(2019). Use permitted under the Creative Commons Attribution 4.0 International License.117
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D. Perovskite photovoltaics
Highly efﬁcient perovskite solar cells with structural col-
ors129,130 present another important step for building integrated
photovoltaic devices and smart glass. On the other hand, ran-
domly distributed resonant plasmonic51 and dielectric52 nanopar-
ticles have already been utilized for boosting photovoltaic
characteristics. The next logical step in this direction would be to
combine structural colors in transmittance/reﬂectance, enhanced
absorption, and even controlled luminescence directivity to create
multifunctional light-emitting solar cells131 with an outstanding
performance.
E. Enhanced sensing
Recent designs based on high-Q all-dielectric metasurfa-
ces132,133 demonstrate outstanding functionalities of nanostruc-
tured devices for biosensing applications. In turn, halide perovskite
metasurfaces with similar designs would allow creating highly
sensitive liquid,130 gas,95 and deformation134 sensors. This would
allow us to acquire spatially resolved spectra from millions of
image pixels and use smart data-processing tools to extract high-
throughput digital sensing information at the unprecedented level
of sensitivity with the spectral data retrieval from a single image
without using spectrometers.
FIG. 13. Schematic illustration of several different applications of perovskite meta-optics for nonlinear nanophotonics, nanolasers, resonance-based coloring, and chemically
controlled tunability.
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F. Optical cooling
The effect of the temperature decrease upon material illumina-
tion by photons with the energies lower than that of the excitonic state
(upconversion) and absorption of an additional phonon135,136 was
demonstrated experimentally for perovskites micro-objects.137 One of
the possible applications of the Purcell factor enhancement in perov-
skite nanoparticles is more efﬁcient optical cooling at the nanoscale.
Indeed, as was predicted theoretically,89 this effect helps to boost inter-
nal QY of PL for MAPbI3 nanoparticles and enhance the absorption
of light at pumping wavelength below the bandgap. As a result, we
may expect the cooling down to DT100K.
In brief, we anticipate further rapid progress in this research
direction driven by the concepts of meta-optics owing to great poten-
tial for applications of halide-perovskite meta-optics in new types of
light sources, light-emitting metasurfaces, next-generation displays,
quantum signal processing, and efﬁcient lasing. Moreover, meta-optics
can have even a broader range of applications highlighting the impor-
tance of the optically induced magnetic response, including structural
coloring, optical sensing, spatial modulation of light, and nonlinear
active media, as well as both integrated classical and quantum circuitry
and topological photonics, underpinning a new generation of highly
efﬁcient active metadevices.
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